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AIMTRACT

A processing system was designed and implemented to supporl beacon acquisition, preeision  beam pointing, and
command/control funclions for the Optical Communications Demonstrator. The central processor operates as a command
controlled embedded system, but by blending real-time and linear design techniques, a single digital signal processor
handles all spaceborne functions. Real-time functions include operation of a CCD array dcteetor,  calculation of ccntroids,
computation of point-ahead error, and execution of a steering mirror servo loop at 2 kHz update rate. Linear functions
include command interpretation, diagnostic control of all functions, storage and interpolation of data for acquisition and
point-ahead calculation, downlinking of status  information, hardware control, transmit laser control, and image capture.

1. INTRODUCTION

The Optical Communications Demonstrator (OCD) is designed to demonstrate key elements of a spacecraft optical
communications systcm in a laboratory environment, l’hc reduced complexity design includes beacon signal acquisition,
high bandwidth spatial tracking, precision beam pointing with point ahead angle compensation, and downlink of a
modulated signal. This paper discusses the processing systcm  architecture and software design that directs and
accommodates these functions.

The OCD instrument is designed to maintain architccturc,  form, and function of a space flight inslrumcnt;  this dictates
that the processing system must have two clearly separate domains, the Control Terminal (CT) and” Systcm Control
Assembly (SCA).  The SCA is based on a TMS320C40 digital signal prmessor;  it operates as a true command driven
embedded systcm, all communications and data arc transferred through a full duplex link that simulates the interface
between the OCD instrument and the hosl  spacecraft. The SCA controls and monitors all instrument functions, the most
significant of which arc real-time operation of CCD array and ccntroiding  to maintain a servo-loop update rate of 2 kHz,
The CT is executed on an 80486 PC with a TMS320C30 subsystcm;  its purpose is simulate the spacecraft side of the
communications link. It supplies commands, spacecraft attitude updates, and cphcmcrides  data; it interprets downlinkcd
data, tracking statistics, hardware status, and images.

This design uses a blend of real-time and linear processing techniques to maximize the use of the TMS320C40
processor. Essentially, the software adjustable frame rate (i.c, servo loop update rate) becomes a “heartbeat” for the entire
SCA. With each “hcar[bmt”  the system executes certain real-time functions at preset intervals, while using other intervals
to cxccutc non-time-critical linear functions in remaining time.

2, OCD PROCESSING SYSTEM REQUIREMENTS

Though the OCD is described as a reduced complexity design, it does represent an architecture for a spaccbome
instrument. Therefore the system must cxecutc all functions necessary in a spacecraft environment. A Control Terminal
(Cl’) is used to simulate the host spacecraft, the Systcm Control Assembly (SCA) is the processing unit for the spaceborne
instrument. The requirement for high bandwidth spatial tracking requires that certain real-time functions dominate the
processing systcm  requircrncnts.

I’hc CT must  provide a use r interface wi[h lhc OCD inslrumcnl  providing a command and data interpreter for the OCD
instrument, It must simulate the host spacecraft, providine  attitude updates at 10 Hz, forward all ground control commands
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and, reccivc all downlinked  data. It must also sirnulatc  ground control functions and provide ephemerides updates,
allowing ground control to execute operational and diagnostic commands.

The SCA must retrieve command strings from the spacecraft (CT). It must downlink status  information, tracking
statistics, and image data. It must perform spot locating and differentiation for spatial acquisition of the beacon signal,
including all interpolations from ephemerides and spacecraft attitude information. While tracking, it must retrieve digitized
image data from the tracking detector (CCD array), calculate centroids  for the transmit laser and uplink beacon, and
execute a steering mirror servo-loop at 2 kHz update rate for fine pointing of the transmit laser. The coarse pointing
(gimbal) control loop must bc executed to stabilize the Iinc of sight at 100-200 Hz update rate. Hardware control functions
includtx operation of steering mirror, enable/disable of transmit laser, gimbal control, and monitoring of instrument status.
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● User interface with the OCDI
● Simulates the Host Spacecraft
● Ground Control functions
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System Control Assembly

Q Retrieve command string from spacecraft communications simulator
● Downlink status information
● Retrieve digitized image data from tracking detector
● Perform spot locating for spatial acquisition of beacon signal
c Calculate centroid  positions in real time
● Handle Spot differentiation
● Enable/Disable laser
● Close Gimbal control loop to stabilize line of sight
● Close Steering mirror control loop at 2kHz to stabilize beacon/laser

relative position according to spacecraft ephemerides
● Monitor instrument status

Fig 1. OCD software and processing systcm operational rcquircmcnts

3. CONTROI, TRRMINAI,

The CT (control terminal) is the inlcrfacc  bctwccn user and OCD. Essentially, the CT is a mcnucd interpreter made up
of two components, a Compaq Dcskpro 80486/33 Ml Iz IBM compatible PC and a DIPIX Power Grabber (digital signal
processor and frame grabber).

The PC provides the platform and user intcrfacc,  allowing the user to operate the OCD ins[rumcnt, cxercisc  manual
commands, monilor  .stah]s, and request statistics (all while cngagirrg  in acquisition and tracking). The PC also stores
tracking and cotnmunications  statistics for later analysis.

Imaging and OCD communications arc handled through the DIPIX board. Images are displayed on an EGA monitor
connected directly to the DIPIX board. The DIPIX board also conducts communications with the OCD instrument across a
DT-connecl  intcrfacc.

Since the control terminal acts purely as an interpreter–-providing an interface for the user and mimicking the
spacecraft for the OCD instrument—it was not necessary to work with “flight qualifiable” components, so commercial



producls  were used for sped  and economy in dcvcloprncnt. Menuing  and C++ programming were done using Borland’s
C++ compiler and Turbovision menu developer.

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ..s . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
b

!H OCD CONTROL TERMINAL j OCD INSTRUMENT
,N

J
PC486
CPU

Pc FAX

FRAME
GRABBER

l—
G==+==a

< ,. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . \ . . . . . . . . . . . . .

7
Mirror

lnleriac=3
+Driver -L----lSteering

Mirror

Deteclor
In\erlace Tracking

Cirsuil CCD

Laser Laser
krlorlace — Transmitter

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Fig 2. Operational Architccturc  for OCD

4. SYSTEM CONTROI, ASSEM131.Y

The SCA (system control assembly) is the processing “heart” for the Optical Communications Demonstrator. It has
bcxm initially implemented with an Aricl “Cyclops” TMS320C40 based DSP board. For development, it is housed in a
Compaq Dcskpro 80386 IBM compatible PC; when in operation its operation is indcpcndcnt  of the PC.

This “heart” beats at precisely the desired frame rate of the tracking systcm,  continuously imaging with the CCD array.
All tracking functions (centroiding,  compensation, steering mirror correction) are executed in real-time. The real-time
functions occur in a predictable order and at known intervals. Below is an ordercxl lisl  of these functions as they occur in
the lracking mode.

1. Initiate frame transfer
Using DMA transfer, vertically shift (withoul  reading) enough lines to pull image into slorage
plane of CCD array.

2. Read pixel values from windows of inlcrcsl
Vertically and Horizontally shift storage plane only, 10 obtain pixel values in windows of interest.
Note that horizontal shifts only occur when necessary to gain access to pixels in windows of
inlercst,

3. Ccntroid  windows
Calculalc  ccntroids  for windows, then move windows so that they are centcrcd  over the newly
calculated centroid,

4. Exccutc steering mirror compensation filler
Calculate point ahead error and submit to compensation filler. Move steering mirror based on
filter output, to obtain proper point ahead.

The Linear functions are cycled through “housekeeping” slots
single DSP processor to handle both linear and real-time functions.

which occur during the frame transfer. This allows a
Linear functions not completed during (he allotted time



arc bookmarked, and execution continues during the next “housekeeping” slot. Linear functions include command
inlcrprctalion,  hardware stalus and data downlinking, diagnostic routine operations, and monitoring of all functions, When
implemented, gimbal operation will operate during this “housekeeping” time, taking 1/20 of all housekeeping slots. Note
that point ahead calculation (interpolation from ephemerides and spacecraft attitude information) occurs in each frame,
during the first available time after the frame transfer begins.
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Fig 3. Sys[cm Control Assembly (SCA)

5. PROCESSING IIUDGEI’ & CENTROIDING  ALGORITHMS

When tracking is engaged, the SCA operates on a strict processing budget based on the chosen servo loop update rate of
2 kHz, ‘l’his requires that the SCA complete all real-time tasks (reading of CCD array, ccntroiding,  compensation filter
operation, and slecring  mirror correction) in lCSS than 500 KS. ‘I%c ccn[roiding  algorithm takes the majority of the 500 W,
the lime for the ccntroiding algorithm includes reading the pcr[incnt  windows from the CCD array. No pixel values arc
stored, the information is used at the time it is mad.

The basic ccntroid  equation is given by,

(1)

~[(Pi~e/va~.e)(Ly)]+y  + N

()‘c= ~[PixelValue]  b 2
(2)

where (’XC,YC) are the coordinates on the CCD of the centroid  in the window of interest, pixelValue is the acutal pixel
data from the CCD, (LX,~)represents  the coordinates of the pixel being acccsstxl,  the sums arc over the window of



interest, (X~,Y~) are the 10WCSL index corner of the window of interes[, and (W,H) represents the size of the window in
pixels. The algorithm can bc furler refined by replacing Pixe/va/ue wilh PixelValuc-B  where B is the bacground  level,

The background level is approximated by averaging the border pixels of each window, this information is used for
acquisition, spot discrimination, and thresholding. The equation is given by:

D=
~[PixeWahe]
2(WM)-4 (3)

where B is the background approximation, the denominator rcprcscnts  the number of pixels in the border of the window,
and the sum is over all pixels in the border of the window of interest.

The processing time budget is dictalcd  by the frame rate, which is adjustable in software. It is shown below in Figure 4,
Note that fine pointing is completed in the current frame. Coarse pointing (gimbal) can be complctcd during the
housckccping  slots if necessary, at a much lower update rate. Since the windows of interest can occur anywhere over the
100x 100 pixel array, a “worst case” involves reading 2 vertically separated windows, with one of these in a comer that
requires shifting the last pixel out of the storage plane. With 6x6 windows, wc have allowed 339 w for this “worst case”.
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7. Results
The processing sysmm for the Optical Communications demonstrator has been operating with good rcsrrlts.  The

Control Terminal soflwarc has been complctcd  and is operating as expwtcd,  The Systcm  control Assembly’s software has
been dcvclopcd  to accommodate the available hardware, including command/control, diagnostic, and time critical functions.
The system has been tested using simulated cphemcridcs  data, all routines that run during ihc “Housekmping”  slots have
been rigorously timed. Each of these functions can bc executed within their allotted times without interruption of tracking.

7. CONCLUSION

In conclusion, the processor and software architecture for beacon acquisition and precision beam pointing in the
reduced complexity Optical Communication Demonstrator was dcscribcd. It was shown that by blending real-time and
linear processing, a single processor can be used to perform all the in-flight command and control functions without
interruption of tracking.
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